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According  to  the  instructor,  the  pilot  receiving  instruction made a hard landing.  The instructor took the controls and initiated a
go-around.    Suspecting  landing  gear  damage, he kept the landing gear extended and diverted to a nearby airport.  On the approach, the
right  main  landing  gear  fell  off  the  aircraft.  Because of the limited emergency equipment at the second airport, he was advised to
divert  to  a  third  airport.  While keeping the landing gear extended, they made a low pass over the runway, and witnesses confirmed the
missing  right  main  landing  gear.    The  instructor  retracted the landing gear and made an intentional gear-up landing.  The airplane
sustained  extensive  damage  to  the  lower  fuselage skin and bulkheads and substantial damage to the right main landing gear attachment
point.
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Accident



Brief of

 

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows.
The  dual  student's inadequate aircraft control resulting in a hard landing.  Contributing factors include, the dual student's inadequate
airspeed  and  high  flare,  the inadequate supervision by the instructor, the in-flight separation of the right main landing gear and the
intentional wheels-up landing.

Accident (Continued)

Occurrence #1:         HARD LANDING
Phase of Operation:  LANDING - FLARE/TOUCHDOWN

Findings
     1.  (C) AIRCRAFT CONTROL - INADEQUATE - DUAL STUDENT
     2.  (F) AIRSPEED - NOT MAINTAINED - DUAL STUDENT
     3.  (F) FLARE - HIGH - DUAL STUDENT
     4.  (F) SUPERVISION - INADEQUATE - PILOT IN COMMAND(CFI)
     5.  GO-AROUND - INITIATED - PILOT IN COMMAND(CFI)
----------

Occurrence #2:         MISCELLANEOUS/OTHER
Phase of Operation:  CRUISE

Findings
     6.  (F) LANDING GEAR,MAIN GEAR - SEPARATION
----------

Occurrence #3:         WHEELS UP LANDING
Phase of Operation:  EMERGENCY LANDING

Findings
     7.  (F) WHEELS UP LANDING - INTENTIONAL - PILOT IN COMMAND(CFI)

Findings Legend: (C) = Cause, (F) = Factor
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